
      PDS-ST440-VP Manual  
 

1.  Key features 
 
Color /Monochrome (Mono) scan selection 
600/300 dpi scan selection  
Directly save JPG file to microSD/microSDHC card 
Supports microSD/microSDHC card up to 32GB 
Color LCD Display  
Driver free to download for Windows® XP, Windows® Vista™, 
Windows® 7 and Mac OS® 10.4 or above  
(direct plug-in, driver installation not required) 

 

2. Functional parts 
 
 

 
 
 

 Part Function 

1 Battery 
door For 2x AA alkaline batteries 

2  

Power On/ Off: Press and hold this key for 2 
seconds to turn power on or off. In power on mode, 
press this button to start scan, press this button 
again to stop 

3 Scan LED 
indicator Ready for scan: Green LED on 

4 Error LED 
indicator Over speed: Red LED on 

5 LCD 
screen Scanning status display 

6 UP/DOWN 

In MENU mode: Press UP/DOWN buttons to 
navigate the setup menu. 
In PREVIEW mode: Preview NEXT or PREVIOUS 
image file. 
In ZOOM Mode: Navigate upper and lower area of 
the image file. 

7 
 

Press MENU/OK/RIGHT button to enter MENU 
setting mode.  
In ZOOM mode: Move to view right side of the 
image file. 

8  

Press PREVIEW/LEFT button to enter PREVIEW 
mode. Press again to select ZOOM options. 
In ZOOM mode: Move to view left side of image file. 

9 USB 
interface 

Download photo to a computer via USB cable 
provided. 

10 microSD 
card slot microSD card storage location. 

3. Explanation of the status icons 

 
 

Item Function Description 
1 SD card indicator  Photos will be stored in microSD card 
2 Counting indicator Show scanned files in microSD card 
3 Battery indicator  Battery is full   Empty battery 
4 Selected resolution High:600 dpi / Low:300 dpi 
5 Effect indicator Color or Mono 

 
4. LED light indications 
 

5.  Using the scanner 
5.1  Installing the battery 
 
1.  Open the battery door by sliding the battery compartment downwards as 

indicated by the arrow in the diagram below. 
2.  Insert 2x AA alkaline batteries into the battery compartment.                                                                                               
3.  Turn on the scanner by pressing the [POWER] button for 2 seconds 
 

 
 

5.2  Inserting a microSD memory card (not included) 
 
To operate the scanner, you must insert a microSD Card (not supplied) to 
record and store your pictures. Inserting the microSD memory card: 

1. Turn ON the scanner. 
2. Insert the microSD card into the microSD card slot (with metal 

side facing upwards). Gently press in until card is clicked in and 
latched. The SD card indicator  must appear on the LCD 
screen.  

Note: Do not force the card into the slot; forcing may damage scanner and 
the microSD memory card. Align microSD card position (as marked) 
and try again. 

 
 
 

 
5.3 MENU Setup mode 

1. Press [MENU] button to enter MENU Setup 
2. Press [POWER/SCAN] button to exit MENU mode 
 

5.3.1 QUALITY setting 
1. Press [MENU] button to enter MENU Setup 
2. Press UP/DOWN buttons to select QUALITY 
3. Press [OK] to enter QUALITY mode 
4. Press UP/DOWN buttons to select options: High resolution 

(600dpi)/ Low resolution (300dpi) 
5. Press [OK] to confirm  
6. QUALITY setting will be saved and will exit to return to the 

previous Menu Setup screen 
 
5.3.2 COLOR setting 

1. Press [MENU] button to enter MENU setting mode 
2. Press UP/DOWN buttons to select COLOR  
3. Press [OK] to enter COLOR mode 
4. Press UP/DOWN to select options: Color/Mono (black and white 

scans) 
5. Press [OK] to confirm 
6. COLOR setting will be saved and will exit to return to the 

previous Menu Setup screen 
 

5.3.3 TIME setting 
1. Press [MENU] button to enter MENU Setup 
2. Press UP/DOWN buttons to select TIME SETUP 
3. Press [OK] to enter TIME SETUP mode 
4. Press UP/DOWN buttons to set the YEAR  
5. Press [OK] to set the MONTH  DAY  HOUR  MINUTES  

SECONDS 
6. After setting the date and time, press [OK] to save and exit to 

return to the previous Menu Setup screen 
 
5.3.4 AUTO POWER OFF setting 

1. Press [MENU] button to enter MENU Setup 
2. Press UP/DOWN buttons to select AUTO POWER OFF 
3. Press [OK] to enter AUTO POWER OFF mode 
4. Press UP/DOWN buttons to select options: 1Min/ 3Min/ 5Min/Off 
5. Press [OK] to confirm 
6. AUTO POWER OFF setting will be saved and will exit to return to 

the previous Menu Setup screen 
 

5.3.5 DEFAULT Setting 
1. Press [MENU] button to enter MENU Setup 
2. Press UP/DOWN buttons to select DEFAULT 
3. Press [OK] to enter DEFAULT mode 
4. Press UP/DOWN buttons to select DEFAULT options: Yes/No 
5. Press [OK] to confirm 
6. DEFAULT setting will be saved and will exit to return to the 

previous Menu Setup screen 
 
5.3.6 FORMAT the microSD memory card 

Note: All contents on the microSD card will be erased during formatting. 
 

1. Insert a microSD card into the scanner with metal side facing 



upwards 
2. Press [MENU] button to enter MENU Setup 
3. Press UP/DOWN buttons to select FORMAT 
4. Press [OK] to enter FORMAT mode 
5. Press UP/DOWN buttons to select FORMAT options 

a. YES: To FORMAT and erase contents in microSD card 
b. NO: To exit FORMAT mode and return to previous Menu 

setup screen 
6. Press [OK] to confirm selection and return to Menu Setup screen 

 
5.3.7 DELETE FILE setting  

1. Press [MENU] button to enter MENU Setup 
2. Press UP/DOWN buttons to select DELETE FILE 
3. Press [OK] to enter DELETE FILE mode 
4. Press UP/DOWN buttons to select DELETE FILE options: 

a. DELETE ONE: To delete last image scanned 
b. DELETE ALL: To delete all files on microSD card 

5. Press [OK] to confirm selection and return to Menu Setup screen 
 

5.3.8 Software VERSION 
To view scanner’s version number: 
 

1. Press [MENU] button to enter MENU Setup 
2. Press UP/DOWN buttons to select VERSION 
3. Press [OK] to confirm selection to display version number 
4. Press [MENU] to exit and return to Menu Setup screen 

 

5.4 How to calibrate the scanner 
Note: Perform calibration only when white balance needs adjustment 

1. With the dry cleaning cloth provided, clean the scanning lens 
located on the bottom of the scanner. 

2. Turn on the scanner by pressing the [POWER] button. Place the 
scanner on the white area of the White Balance Calibration paper 
provided. 

3. Press and hold the UP button. While holding the UP button, 
press the [POWER] button and then release both buttons to 
enter into auto-calibration mode. SD symbol  will flash and 
then stop. “GREEN” and “RED” LED light will turn on. 

4. Do not move the scanner. Wait until the “RED” LED turns off. 
“GREEN” LED will stay on. 

5. With only the “GREEN” LED light on, start scanning the white 
paper by sliding the scanner across the paper until the “GREEN” 
LED light turns off. (Slide the scanner backwards if necessary). 

6. Press and hold the [POWER] button to power off the scanner. 
Calibration is complete. 

 

5.5 How to scan 
Note: To scan, make sure your scanner is not connected to the 
computer. 
 

1. Turn on the scanner by pressing the [POWER/SCAN] button for 
2 seconds. 

2. Hold the document firmly with one hand on a flat surface. 
3. Place the scanner on the edge of the paper approximately 5/8 to 

3/4 of an inch onto the page to ensure the whole document can 
be scanner. Make sure to keep the scanning area in between the 
scanning width indicators marked on the side of the scanner. 

    
 
 
 
 
 
 
 
 

4. Hold the scanner flat against the material and then press the 
[SCAN] button once. 

   

 
5. Slide the scanner slowly, keeping your hand stable to get the 

best quality picture. 
6. Press the [SCAN] button again to stop scanning. 
 

5.6 How to PREVIEW image 
 

1. Press [PREVIEW] button to enter picture PREVIEW mode.  
2. Press UP/DOWN buttons to preview previous image 
3. Press [PREVIEW] button again to adjust ZOOM rate 

(x1/x2/x4/x8) 
4. Press [OK] to confirm selected zoom rate 
5. Press UP/DOWN or LEFT/RIGHT to view image in zoom mode. 
6. To exit PREVIEW mode press the [SCAN] button once 

 
5.7  Viewing your scan on a computer   

1. Connect your scanner to your computer and then turn on your 
scanner. 

2. Your computer should recognize the scanner as a “Removable 
Disk.” Click “Open folder to view files” to view and import scans. 

NOTE: If the Removable Device window did not launch automatically, go to 
your “My Computer” (PC) and find the device under Removable 
Storage. 

 

 

 
 

 

6. Specifications 
 
Image sensor Color Contact Image Sensor 

Resolution High resolution: 600 dpi(default) 
Low resolution : 300 dpi 

Color mode Color mode (default) 
Black & white mode 

Maximum scanning  
speed for A4 size  
document 

Color High resolution: 12.0 Seconds 
Mono High resolution: 8.0 Seconds  
Color Low resolution: 5.0 Seconds 
Mono Low resolution: 3.0 Seconds 

600dpi color: 220 Photos(Min.) 

600dpi mono: 290 Photos(Min.) 

300dpi color: 780 Photos(Min.) 

Capacity (Based on  
1GB microSD card. 
Scan A4 size file,  
the quantity of scans  
varies depending on  
the content complexity) 300dpi mono: 1280 Photos(Min.) 
Scan width Approx. 8.35" 
Approx. Scan length 300DPI: 46.5"(Max), 600DPI: 24.2"(Max) 
File format JPEG 
LCD Scanning status display 

Auto Power Off 1mins, 3mins (default), 5mins, off,  
USB Port USB 2.0 high speed 
External memory microSD Card 
Standard Battery 2XAA alkaline batteries 

    

7. Computer system minimum requirement 
 

Operating System
Windows® XP, Windows® Vista™, Windows® 7 and 
Mac OS® 10.4 or above  
(direct plug-in, driver installation not required) 

CPU Pentium II or above 
RAM 64MB  
Interface USB port 
 

8. Troubleshooting  
 

Problem Cause Solution 

Cannot turn on the  
scanner 

1. Low battery power. 
2. Battery not inserted 

properly 

1. Replace or install 
  the battery correctly

Pictures cannot be  
saved when you are 
scanning them 

1. microSD card has not 
been installed 

2. Memory is full  
3. The microSD card has 

not been formatted 
properly 

1. Install microSD card.
  Refer to Section 5.2
2. Download the 

pictures from the 
scanner to the 
computer to create 
storage space 

3. Format the microSD 
card. Refer to 
Section 5.3.6 

Computer does not  
recognize scanner 
when connected. (You 
cannot find  
removable disk) 

Connection failure.  1.Make sure all cable 
  connections are  
  secured. Restart the
  computer if  
  necessary 

The battery life is  
very short 

Use wrong type of 
battery 

1.Replace with new 
  2x AA alkaline  
  batteries 

Blurry images 1. Scanner sensor 
protective glass is dirty

2. Contact Image Sensor 
aged.  

1. Clean the sensor’s 
protective glass 
with clean, soft 
cloth. 

2. Re-calibrate the 
scanner 

LED ERR. is on after 
power on 

Calibration data is off set 1. Re-calibrate the   
  scanner. Refer to  
  Section 5.4 

ERR. LED is on when
scanning a document

Scanning speed is too 
fast 

1.Press the  
  Power/Scan button  
  to reset and scan the 
  document again 

 
 

 
 
 
 

          
PDS-ST440-VP_Manual_11-0625 

AM-VPS-440-GB-R1 



<<
  /ASCII85EncodePages false
  /AllowTransparency false
  /AutoPositionEPSFiles true
  /AutoRotatePages /All
  /Binding /Left
  /CalGrayProfile (Dot Gain 20%)
  /CalRGBProfile (sRGB IEC61966-2.1)
  /CalCMYKProfile (U.S. Web Coated \050SWOP\051 v2)
  /sRGBProfile (sRGB IEC61966-2.1)
  /CannotEmbedFontPolicy /Warning
  /CompatibilityLevel 1.4
  /CompressObjects /Tags
  /CompressPages true
  /ConvertImagesToIndexed true
  /PassThroughJPEGImages true
  /CreateJDFFile false
  /CreateJobTicket false
  /DefaultRenderingIntent /Default
  /DetectBlends true
  /DetectCurves 0.0000
  /ColorConversionStrategy /LeaveColorUnchanged
  /DoThumbnails false
  /EmbedAllFonts true
  /EmbedOpenType false
  /ParseICCProfilesInComments true
  /EmbedJobOptions true
  /DSCReportingLevel 0
  /EmitDSCWarnings false
  /EndPage -1
  /ImageMemory 1048576
  /LockDistillerParams false
  /MaxSubsetPct 100
  /Optimize true
  /OPM 1
  /ParseDSCComments true
  /ParseDSCCommentsForDocInfo true
  /PreserveCopyPage true
  /PreserveDICMYKValues true
  /PreserveEPSInfo true
  /PreserveFlatness true
  /PreserveHalftoneInfo false
  /PreserveOPIComments false
  /PreserveOverprintSettings true
  /StartPage 1
  /SubsetFonts true
  /TransferFunctionInfo /Apply
  /UCRandBGInfo /Preserve
  /UsePrologue false
  /ColorSettingsFile ()
  /AlwaysEmbed [ true
  ]
  /NeverEmbed [ true
  ]
  /AntiAliasColorImages false
  /CropColorImages true
  /ColorImageMinResolution 300
  /ColorImageMinResolutionPolicy /OK
  /DownsampleColorImages true
  /ColorImageDownsampleType /Bicubic
  /ColorImageResolution 300
  /ColorImageDepth -1
  /ColorImageMinDownsampleDepth 1
  /ColorImageDownsampleThreshold 1.50000
  /EncodeColorImages true
  /ColorImageFilter /DCTEncode
  /AutoFilterColorImages true
  /ColorImageAutoFilterStrategy /JPEG
  /ColorACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /ColorImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000ColorACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000ColorImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasGrayImages false
  /CropGrayImages true
  /GrayImageMinResolution 300
  /GrayImageMinResolutionPolicy /OK
  /DownsampleGrayImages true
  /GrayImageDownsampleType /Bicubic
  /GrayImageResolution 300
  /GrayImageDepth -1
  /GrayImageMinDownsampleDepth 2
  /GrayImageDownsampleThreshold 1.50000
  /EncodeGrayImages true
  /GrayImageFilter /DCTEncode
  /AutoFilterGrayImages true
  /GrayImageAutoFilterStrategy /JPEG
  /GrayACSImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /GrayImageDict <<
    /QFactor 0.15
    /HSamples [1 1 1 1] /VSamples [1 1 1 1]
  >>
  /JPEG2000GrayACSImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /JPEG2000GrayImageDict <<
    /TileWidth 256
    /TileHeight 256
    /Quality 30
  >>
  /AntiAliasMonoImages false
  /CropMonoImages true
  /MonoImageMinResolution 1200
  /MonoImageMinResolutionPolicy /OK
  /DownsampleMonoImages true
  /MonoImageDownsampleType /Bicubic
  /MonoImageResolution 1200
  /MonoImageDepth -1
  /MonoImageDownsampleThreshold 1.50000
  /EncodeMonoImages true
  /MonoImageFilter /CCITTFaxEncode
  /MonoImageDict <<
    /K -1
  >>
  /AllowPSXObjects false
  /CheckCompliance [
    /None
  ]
  /PDFX1aCheck false
  /PDFX3Check false
  /PDFXCompliantPDFOnly false
  /PDFXNoTrimBoxError true
  /PDFXTrimBoxToMediaBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXSetBleedBoxToMediaBox true
  /PDFXBleedBoxToTrimBoxOffset [
    0.00000
    0.00000
    0.00000
    0.00000
  ]
  /PDFXOutputIntentProfile ()
  /PDFXOutputConditionIdentifier ()
  /PDFXOutputCondition ()
  /PDFXRegistryName ()
  /PDFXTrapped /False

  /Description <<
    /CHS <FEFF4f7f75288fd94e9b8bbe5b9a521b5efa7684002000500044004600206587686353ef901a8fc7684c976262535370673a548c002000700072006f006f00660065007200208fdb884c9ad88d2891cf62535370300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c676562535f00521b5efa768400200050004400460020658768633002>
    /CHT <FEFF4f7f752890194e9b8a2d7f6e5efa7acb7684002000410064006f006200650020005000440046002065874ef653ef5728684c9762537088686a5f548c002000700072006f006f00660065007200204e0a73725f979ad854c18cea7684521753706548679c300260a853ef4ee54f7f75280020004100630072006f0062006100740020548c002000410064006f00620065002000520065006100640065007200200035002e003000204ee553ca66f49ad87248672c4f86958b555f5df25efa7acb76840020005000440046002065874ef63002>
    /DAN <>
    /DEU <>
    /ESP <>
    /FRA <>
    /ITA <>
    /JPN <>
    /KOR <FEFFc7740020c124c815c7440020c0acc6a9d558c5ec0020b370c2a4d06cd0d10020d504b9b0d1300020bc0f0020ad50c815ae30c5d0c11c0020ace0d488c9c8b85c0020c778c1c4d560002000410064006f0062006500200050004400460020bb38c11cb97c0020c791c131d569b2c8b2e4002e0020c774b807ac8c0020c791c131b41c00200050004400460020bb38c11cb2940020004100630072006f0062006100740020bc0f002000410064006f00620065002000520065006100640065007200200035002e00300020c774c0c1c5d0c11c0020c5f40020c2180020c788c2b5b2c8b2e4002e>
    /NLD (Gebruik deze instellingen om Adobe PDF-documenten te maken voor kwaliteitsafdrukken op desktopprinters en proofers. De gemaakte PDF-documenten kunnen worden geopend met Acrobat en Adobe Reader 5.0 en hoger.)
    /NOR <>
    /PTB <>
    /SUO <>
    /SVE <>
    /ENU (Use these settings to create Adobe PDF documents for quality printing on desktop printers and proofers.  Created PDF documents can be opened with Acrobat and Adobe Reader 5.0 and later.)
  >>
  /Namespace [
    (Adobe)
    (Common)
    (1.0)
  ]
  /OtherNamespaces [
    <<
      /AsReaderSpreads false
      /CropImagesToFrames true
      /ErrorControl /WarnAndContinue
      /FlattenerIgnoreSpreadOverrides false
      /IncludeGuidesGrids false
      /IncludeNonPrinting false
      /IncludeSlug false
      /Namespace [
        (Adobe)
        (InDesign)
        (4.0)
      ]
      /OmitPlacedBitmaps false
      /OmitPlacedEPS false
      /OmitPlacedPDF false
      /SimulateOverprint /Legacy
    >>
    <<
      /AddBleedMarks false
      /AddColorBars false
      /AddCropMarks false
      /AddPageInfo false
      /AddRegMarks false
      /ConvertColors /NoConversion
      /DestinationProfileName ()
      /DestinationProfileSelector /NA
      /Downsample16BitImages true
      /FlattenerPreset <<
        /PresetSelector /MediumResolution
      >>
      /FormElements false
      /GenerateStructure true
      /IncludeBookmarks false
      /IncludeHyperlinks false
      /IncludeInteractive false
      /IncludeLayers false
      /IncludeProfiles true
      /MultimediaHandling /UseObjectSettings
      /Namespace [
        (Adobe)
        (CreativeSuite)
        (2.0)
      ]
      /PDFXOutputIntentProfileSelector /NA
      /PreserveEditing true
      /UntaggedCMYKHandling /LeaveUntagged
      /UntaggedRGBHandling /LeaveUntagged
      /UseDocumentBleed false
    >>
  ]
>> setdistillerparams
<<
  /HWResolution [2400 2400]
  /PageSize [612.000 792.000]
>> setpagedevice


